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12’
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TRAVEL LANE

SHOULDER

EDGE OF PAVEMENT

4’ x 6" COMPACTED

UNTREATED BASE

POST CENTERED

8:1 OR

FLATTER

BA 5B

4’ MIN

TO SLOPE

RIGHT SHOULDER PLACEMENT WITH

BACKSLOPES OR FORESLOPES

8:1 OR STEEPER
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NOTES:

10’

TYPICAL POST SPACING FOR TANGENT OR FLARED INSTALLATIONS

S
H

O
U

L
D

E
R

T
R

A
V

E
L

 L
A

N
E

C

B B

C

AA

MEDIAN PLACEMENT WITH DRAINAGE FEATURES AND/OR BERM

SECTION A-A

SECTION B-B

SECTION C-C

100’ MIN 10:1 TRANSITION

C
R E S T

DITCH
BOTTOM

6:1 OR FLATTER

6:1 OR FLATTER

6:1 OR FLATTER

6:1 OR FLATTER

NOTE:

MAINTAIN CABLE HEIGHT AT MANUFACTURER’S

REQUIREMENTS THROUGH TRANSITION SECTION

DRAFT

DRAFT

2’

MIN

10’ TYPICAL

SEE NOTE 1

SEE NOTE 2

1. INCREASED POST SPACING OF 15’ IS ACCEPTABLE WHEN

   THE FOLLOWING CONDITIONS ARE MET:

   A. SLOPES ARE 10:1 OR FLATTER.

   B. THE DISTANCE FROM THE CABLE TO ANY TRAVEL

      LANE EXCEEDS 14’.

2. FLARE RATE:  30:1 DESIREABLE

                20:1 MINIMUM ACCEPTABLE

3. SEE DETAIL SHEET BA 5D POST SPACING REQUIREMENTS

   WHEN HAZARD PROTECTION REQUIRED.
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DETAIL SHEET
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