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TRAVEL LANE

SHOULDER

2’

MIN

12’

MIN

TRAVEL LANE

SHOULDER

SECTION C-C SECTION D-D

NOTES:

TRAFFIC

12’-6" TYP

W-BEAM

12’-6" 10 GAGE

THRIE-BEAM

CABLE/THRIE-BEAM

ANCHOR
THRIE-BEAM

TRANSITION

 

TRAFFIC

PLAN VIEW

 

20’ TANGENT CABLE BARRIER

SEE NOTE 1

BEGIN TANGENT RUN

OR MAINTAIN FLARE TO

DESIRED LOCATION

ELEVATION

C

C

D

D

CABLE BARRIER/W-BEAM ANCHOR

APPROACH TO CONCRETE BARRIER OR BRIDGE PARAPET

115’ CABLE BARRIER TRANSITION

50’   5 POSTS SPACED AT 10’ 65’   13 POSTS SPACED AT 5’

OVERLAPPING SRT

37’-6" SRT/8 POST 12’ TYP

W-BEAM

10 GAGE

W-BEAM PANELS

25’ 2 EA 12’-6"

25’ W-BEAM

TRANSITION

SEE BA4B

CABLE / W-BEAM ANCHOR

12’

A

115’ CABLE BARRIER TRANSITION

B

B

A

PLAN VIEW

ELEVATION

FLARE 12’ W-BEAM AND SRT AT 15:1

CONCRETE BARRIER

OR

BRIDGE PARAPET

CONCRETE BARRIER

OR

BRIDGE PARAPET

TYPICAL CABLE BARRIERTYPICAL CABLE BARRIER

BEGIN TANGENT RUN OR

MAINTAIN FLARE TO

DESIRED LOCATION

TRAFFIC

TRAFFIC

CABLE BARRIER/THRIE BEAM ANCHOR

DEPARTURE END OF CONCRETE BARRIER BRIDGE PARAPET OR W-BEAM BARRIER

SECTION B-B

SECTION A-A

EDGE OF PAVEMENT

TRAVEL LANE

SHOULDER

6’

MIN

4’x 6" COMPACTED

UNTREATED BASE

POST CENTERED

EDGE OF PAVEMENT

TRAVEL LANE

SHOULDER

6’

MIN

4’x 6" COMPACTED

UNTREATED BASE

POST CENTERED

EDGE OF

TRAVEL LANE

EDGE OF

TRAVEL LANE

CONCRETE BARRIER

OR

BRIDGE PARAPET

CONCRETE BARRIER

OR

BRIDGE PARAPET

1’

MIN

REQUIRED

OFFSET

TYPICAL COMPACTED

SHOULDER MATERIAL

TYPICAL CABLE BARRIER

BEGIN FLARE TO OBTAIN

MINIMUM 2’ OFFSET

SEE NOTE 2

BEGIN FLARE TO OBTAIN

REQUIRED MINIMUM OFFSET

SEE NOTE 2

1. WHEN THE W-BEAM OR THRIE BEAM TRANSITION HAS BEEN ESTABLISHED

   WITH A 2 FOOT OFFSET THE CABLE BARRIER INDICATED TO MEET THE

   OFFSET IS NOT REQUIRED. BEGIN FLARE AT THIS POINT WHEN THE

   BARRIER HAS NOT BEEN DISIGNED WITH A FLARE.

2. FLARE RATE:   30:1 DESIREABLE

                 20:1 MINIMUM ACCEPTABLE

1’

MIN

1’

MIN

6’

TYPICAL

1’

MIN

2’

MIN

2’

MIN

2’

MIN

DETAIL SHEET

D
E

T
A

I
L

 S
H

E
E

T


	BA05C

